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JEEP WRANGLER POWER DOOR CONTACT INSTALATION 
Parts: 

Two door jam contacts Twp door spring contacts Two 10 Degree shims I OHI #6 Sheet metal 
screws 

These contacts are designed for a Reverse Polarity car alarm system, require both motor togs 
resting at ground at the relays To lock or unlock the vehicle, polarity is changed on one motor log 
The suggested maximum-pulsed voltage time is 300mS Voltage: 12V DC. • ‘ 2V fused (a. 15 A. 

The contacts eliminate the need for the wires to pass from the door to the door jam. They allow 
the doors to be removed, it so desired, without wires or connectors. They eliminate wires from 
protruding into the cabin. 

 
JHG Design 8/1/05                              PRE INSTAULATION:  

1. Check and be certain that when the door is fully closed the distance between the 
door and HIM jam is no greater then 5/8" This will insure proper contact when the 
•witch is installed 

2. Included with this kit are two 10 Degree angled spacers. They are intended for use on 
the doors as the door meets the post at an angle The plate(B) are to he installed on 
the spring contact side only 

3. Check behind your intended mounting locations to insure adequate clearances 
Consideration, must be made for both contacts, which will be mounted in the door 
and the jamb. For reference, a minimum inside clearance of 2 inches is required for 
both contacts. This allowance will facilitate wiring the switch and prevent shorting. 

INSTALLATION: 

 
Mount the jamb contact first:  

I. Using the template provided, tape or glue the template to the door jam. The height 
location should be higher than the door strap pin. Center punch the holes accurately 
onto the doorjamb. The template provided shows the hole locations. 

 



2   Drill two 5/16-mch holes in the two-center pro-marked area where the switch will pass 
through. 

3. Drill two 7/64-mch holes in the pro-marked screw mount locations. 
4. Temporarily, mount the spring contacts to the jamb 

 
5 Coat the tip of the spring contacts with lithium (white) lube or equivalent material and 

close the door. When you open the door, again you will find two marks on the door side 
where the contacts met It 

6 It no transfer takes place shim the contact out using spacers or washers and repeal until 
a transfer mark exist showing me location of the spring contact holes 

7.  Using the marks as a guide, centers punch these locations. 
6.   Using the template included place it accurately over the canter punch marks and tape or glue 

the template m place. 
9. Center punch the mounting hole locations. 
10.Drill two 9/32" holes in the two-center pro-marked area where the switch will pass 

through. 
I1. Drill two 7.'64-inch holes in the pro-marked screw mount locations 
12.Repeat for the balance of the doors 
13.The contact and spring switch holes now completed remove the contacts and templates. 
14.Clean the surface of the door and jam. 
15.Apply some paint to the un-painted surfaces of the door and jam if desired or add a little 

grease to prevent rust on these unprotected surfaces. 
16.Feed the wires through thru jamb. 
17.Strip the wires and crimp into each contact. 
18.Mount the contact to the jam using 06 Sheet metal screws. 
19.Mount the Power door motor and feed the wires through the holes in the door. 
20.Crimp  the wires to the switch and strain relief the wires to the door. 
21.Mount the switch to the door using #6 Sheet metal screws. 
22.Test the operation and reverse the motor wires if required, at the motor not the switch. 

 
 



















  


